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Weld Neck Pipe Flange Schedule 10S

ANSI150

ASME B16.5, ASTM A182

Features

¢ To suit Schedule 10S Pipe

e Manufactured to ASME B16.5 ANSI150 Standard

* Forged to ASTM A182

¢ Raised Face Weld Neck Flange (RFWN/WNRF)

e All sharp edges have been chamfered by 0.5 mm at
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Dimensions

e

Unit: mm (unless stated otherwise)

1/2" 3/4" 11/4" 11/2" 2" 21/2"
15NB 20NB 25NB 32NB 40NB 50NB 65NB

A 17.12 22.45 27.86
B 30.0 100.0 110.0
C 60.3 69.9 79.4
D 4x15.88 4x15.88 4x15.88
E 9.6 1.2 12.7
F 46.0 51.0 54.0
G 21.3 26.7 33.4
Thickness 9.6 1.2 12.7

36.63
115.0
88.9
4x15.88
14.3
56.0
42.2
14.3

42.72
125.0
98.4
4x15.88
15.9
60.0
48.3
15.9

54.79 66.93
150.0 180.0
120.7 139.7
4x19.05 4x19.05
17.5 20.7
62.0 68.0
60.3 73.0
17.5 20.7

Code SPF15A150510-WNSPF20A150510-WNSPF25A150510-WN SPF32A150510-WNSPF40A150510-WNSPF50A150510-WNSPFE5A150510-WN

COMPANY

Supplying to all of New Zealand
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3 4"
80ONB 100NB

A 82.8 108.2
B 190.0 230.0
C 152.4 190.5
D 4x19.05 8x19.05
E 22.3 22.3
F 68.0 75.0
G 88.9 14.3
Thickness 223 223

Code SPF80A150510-WN SPF100A150510-WN

COMPANY Supplying to all of New Zealand
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