BSP THREADED FITTINGS sales@themetalcompany.co.nz

BSP Nipple to R|T Female Adapter

Features

e BSP Threaded End

» Working Pressure: 150Ibs (psi) / 10bar
e Working Temperature: 250°C at 10bar
« Flat Spot For Ease Of Tightening A c
¢ BSP thread conforms with ISO 7-1/1S0 228-1
e Male Threads are Tapered (BSPT)

¢ Comes Standard With Hex Nut

¢ Hex Nut is 304 grade

D
Dimensions Unit: mm (unless stated otherwise)
12.7x15NB 19.05x20NB 25.4x25NB 31.8x32NB 38.1x40NB 50.8x50NB 63.5x65NB
A 41.5
B 54 54 64 64 64 65.5 78.2
C 285 33 50.8 58 65 79.4 92
D 16 16 22.2 22.2 22.2 22.2 22.2
Code SWNAWL15 SWNAWL20 SWNAWL25 SWNAWL32 SWNAWL40 SWNAWL50 SWNAWLG5
I
76.2x80NB 101.6x100NB
A 88.7 113.6
B 83 84.6
C 104.8 130
D 22.2 24
Code SWNAWL80 SWNAWL100

COMPANY Supplying to all of New Zealand
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