CLAMPS sales@themetalcompany.co.nz

Bossed Tube Saddle

Features

¢ To suit Outside Diameter tube
¢ M10 threaded boss
* Includes stainless fasteners (Metric)

Dimensions Unit: mm (unless stated otherwise)

ERER PV 15.88 19.05 25.4 31.8 38.1 50.8

A 59 60 66 71 78 84 98

B 12.7 15.88 19.05 25.4 31.8 38.1 50.8

C 20 20 25 25 25 25 25

D 2 2 2 3 3 3 3

E 10 10 10 10.5 10.5 10.5 10.5

F 4 4 4 4 4 4 4

G 17 17 17 17 17 17 17

Code SBTS0912 SBTS15 SBTS20 SBTS25 SBTS30 SBTS40 SBTS50

COMPANY Supplying to all of New Zealand
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21/2" 3n ] I 6"
63.5 76.2 101.6 127 152.4 2
m 123 159 196 217 27

A
B 63.5 76.1 101.6 127 152.4 207.2
C 25 25 25 30 40 40
D 3 3 3 5 5 5
E 10.5 10.5 10.5 15 15 15
F 4 4 4 6 6 6
G 17 17 17 17 17 17
Code SBTS65 SBTS75 SBTS100 SBTS125 SBTS150 SBTS200

COMPANY Supplying to all of New Zealand
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