NOTES

MATERIAL: STAINLESS STEEL

GRADE: 304 & 316L

DIMENSIONAL STANDARD: TMC

SURFACE FINISH: EXTERNAL=320 GRIT, INTERNAL=ROUGHNESS NOT EXCEEDING 1.0pm Ra
MANUFACTURING PROCESS: MADE FROM MATERIAL CONFORMING WITH ASTM A240M OR ASTM A263
UOM: MILLIMETERS (mm)

SUPPLIER TO REMOVE AND/OR DEBUR ALL SHARP EDGES
ERRORS AND OMISSIONS EXCEPTED

FEATURES
TO SUIT IMPERIAL SIZED TUBE

MEASUREMENTS
SIZE INCH GRADE
STB43090L 31.8 11/4" 304 31.8 47.7
STB44090L 38.1 11/2" 304 38.1 57.0
STB45090L 50.8 2" 304 50.8 76.2
STB46590L 63.5 21/2" 304 63.5 95.0
STB47590L 76.2 3" 304 76.2 14.2
STB64090L 38.1 11/2" 316L 38.1 57.0
STB65090L 50.8 2" 316L 50.8 76.2
STB66590L 63.5 21/2" 316L 63.5 95.0
STB67530L 76.2 3" 316L 76.2 14.2
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