NOTES & FEATURES VIEW ONLINE
MATERIAL: STAINLESS STEEL

GRADE: 304L & 316L E' E
STANDARD: ASTM A554 e
SURFACE FINISH: 180g (NON ANNEALED, NON PICKLED) .
PRESSURE RATING: N/A

ERRORS & OMISSIONS EXCEPTED
ALL MEASUREMENTS IN MM UNLESS STATED OTHERWISE

FEATURES:
6.0 METER LENGTHS, PURCHASE PER METER.

(*) TOLERANCE APPLIES TO ACROSS FLATS, CONVEXITY AND/OR CONCAVITY
(**) TWIST PER METER, MAX
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D (MAX RADIUS)

DIMENSIONS

TWIST

*
CODE GRADE METRIC A 1] TOLERANCE**

SRT502515 [304/304L( 50.8x25.4x1.5 | 50.8(x0.51) | 25.4(+0.51) | 1.5(x0.15) | 3.2 26
SRT475503 [304/304L| 76.2x50.8x3.0 | 76.2(:0.76) | 50.8(x0.76) | 3.0(0.30) | 5.6 35
SRT480403 [304/304L| 80.0x40.0x3.0 | 80.0(x0.76) | 40.0(x0.76) | 3.0(0.30) | 5.6 35
FiLENAME TMC-SRT.DWG CcoDE SIZE . X
SRT4100503 | 304/304L | 100.0x50.0x3.0 | 100.0 (+0.76) | 50.0 (x0.76) | 3.0 (:0.30) | 5.6 35 THEMETALCOMPANY SRT 308254 10 18000
iz’ Autior - CALEBG. -11/12/23 FOR THE METAL COMPANY
SRT41501005 | 304/304L [ 150.0x100.0x5.0 | 150.0 (+1.52) | 100.0 (+1.52) | 5.0 (+0.50) | 9.5 6.9 TALC 0508304316 | oo poeN v 1a12/23 | oS, FISHER 6 SONS prscrenon STAINLESS STEEL RECTANGLE TUBE ASTM AS54
VIEW: www.themetalcompany.co.nz . -
SRT6100503 | 316/316L | 100.0x50.0x3.0 | 100.0 (+0.76) | 50.0 (+0.76) | 3.0 (x0.30) | 5.6 3.5 ST A e [ revision 1.0 [ sweer a4 s NOTTO SCALE
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