
DIMENSIONS
CODE SIZE A B C D E

SSWF200A150 203.2 ID (8") 208.8 (-0.0, +1.0) 340.0 295.0 12x22.0 26.0

SSWF250A150 254.0 ID (10") 261.6 (-0.0, +1.0) 405.0 362.0 12x26.0 29.0

SSWF300A150 304.8 ID (12") 312.4 (-0.0, +1.5) 460.0 410.0 12x26.0 32.0
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SSWFA150 203.2 (8") TO 304.8 (12")

STAINLESS STEEL SPIRAL WELD TUBE FLANGE ANSI 150
ASME B16.5 FLAT FACED ASTM A182 F316L

MATERIAL: STAINLESS STEEL
GRADE: F316L (ASTM A182)
STANDARD: ASME B16.5 (FLAT FACED)
SURFACE FINISH: SPIRAL GROOVE

*ERRORS & OMISSIONS EXCEPTED*

ALL SHARP EDGES CHAMFERED BY 0.5 MM AT 45°

ANSI 150 TEMPERATURE/PRESSURE RATINGS:
-29°C TO 38°C: 15.9 BAR
50°C: 15.3 BAR
100°C: 13.3 BAR
150°C: 12 BAR
200°C: 11.2 BAR
250°C: 10.5 BAR
300°C: 10 BAR
325°C: 9.3 BAR
350°C: 8.4 BAR
375°C: 7.4 BAR
400°C: 6.5 BAR
425°C: 5.5 BAR
450°C: 4.6 BAR
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